
DWC-S Series
SILENCED SELF PRIMING PUMPS FROM 4’’ TO 12’’
AIR OR WATER COOLED

 Engine Max.
capacity

Max.
flow

Min/max
RPM

Max.
head

Solid
handling

Impeller
diam.

Dim. WxLxH (mm) Running time
(min.rpm@75%)

Dry 
weight

Tank
Liters

DWC4SD 4'' Deutz
D2011-L02

2500
l/min

150
3m /h

800/1800 32 m 45 mm 239 mm 1100 x 860 x 1100 33 h 675 kg 100

DWC4SP 4'' Perkins
403-D15

2500
l/min

150
3m /h

800/1800 32 m 45 mm 239 mm 1100 x 860 x 1100 33 h 600 kg 100

DWC6SD 6'' Deutz
D2011-L03

5500
l/min

325
3m /h

800/1800 38 m 76 mm 280 mm 1650 x 1060 x 1300 25 h 1010 kg 140

DWC6SP 6'' Perkins
404-D22

5500
l/min

325
3m /h

800/1800 38 m 76 mm 280 mm 1650 x 1060 x 1300 30 h 930 kg 140

DWC8SF 8'' FPT
F32MNSX00 

9000
l/min

550
3m /h

800/1800 40 m 50 mm 350 mm 2214 x 1215 x 1530 19 h 1580 kg 300

DWC10SF 10'' FPT
N45MSTX20

13000
l/min

750
3m /h

800/1800 30 m 75 mm 390 mm 2690 x 1110 x 1480 12 h 2100 kg 300

DWC12SD 12'' Deutz 
BF6M-2012-c

25000
l/min

1500
3m /h

800/2200 36 m 90 mm 400 mm 3488 x 1360 x 1480 8 h 2800 kg 300
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FEATURES
• 8 m self-priming

• High performance pump end

• Long running fuel tank

• Open blades impeller and wear plate in spheroidal cast iron

• Mechanical seal: Widia on widia without maintenance

• Body pump in cast iron type EN JGL 250

• Control panel with engine alarms, RPM throttle and emergency stop button

• Heavy duty skid base complete with forklift pockets and central lifting eye

• Air cooled Deutz or wat

 
STANDARD PUMP CONTROL 
PANEL

The standard version of this series has a control 

panel with the following features:

• Starting key

• Hour counter

• Fuel level monitor

• Battery charge signal lamp

• Oil level signal lamp

• Water temperature signal lamp

• Pre-heating signal lamp

OPTIONS - ACCESSORIES

• Customer color (RAL) 

• Inlet-Outlet polyethylene tubes with couplings and strainer

• Off-road trailer

• Pre-heating element

• Electric motor

• Treatment for salt water

1  Casing
2  Water Outlet
3  Water Inlet
4  Inspection plate
5  Inlet plates
6  Bell coupling
7  Engine

8  Exhaust
9  Frontal panel
10  Battery support plate
11  Skid base
12  Fuel tank
13  Forklift pockets
14  Lifting frame
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• Air cooled Deutz or water cooled Perkins/FPT engines
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